motionSCOUT

Stand-Alone Personal Alert Safety System

The motionSCOUT, stand-alone personal alert
safety system, detects the cessation of bodily
movement and activates an automatic alarm.
For enhanced safety the alarm can be activated
manually also.

MSA

The Safety Company

motionSCOUT is extremely simple to use. The
sensitive, electronic motion sensor recognises all
normal body movements. Maintenance-free and
durable motionSCOUT guarantees a great cost-
performance-ratio.

WE KNOW WHAT’S AT STAKE.




motionSCOUT

Applications

motionSCOUT is not just highly suitable for Fire and Rescue
operations, but also urban search and rescue, tunnel surveying
and many more industrial applications.

In general, it is suitable whenever a person may be entering
or working in a potentially dangerous environment. Especially
suited in industries where people may be required to work
alone. For example, tank cleaning, in high rack warehouses

or in silos motionSCOUT provides personal safety without
compromise.

Features

Easy Operation

With two buttons the operation is very simple and intuitive.
The large button is to activate the manual alarm and the
smaller button to turn the unit on. For additional safety the
motionSCOUT can only be turned off when pushing both
buttons simultaneously. A bi-colour LED clearly shows the
readiness of the unit, green proving the functionality and red
for low battery indication.

Robust Design

The motionSCOUT design is compact, robust and watertight
(IP67) and is built to withstand the toughest applications.
The integrated gasket between the upper and lower housing
ensures a watertight seal even when the batte ries have been
changed. With the rugged suspension clip, motionSCOUT can
be easily and securely attached to either shoulder strap or hip
belt.

Distinctive Alarm System

The superior alarm system consists of a distinctive audible
alarm of 95 dB at 3 m and superbright LEDs. In the event of
non-motion, the pre-alarm sounds after ~25 seconds with

a reduced sound volume. After a further 15 seconds of non-
motion, the full alarm sounds.

Low Cost of Ownership

motionSCOUT is maintenance-free, only needing to replace
the standard and cost effective AA batteries when required.
The operating time is extremely high being >200 hours, same
as the alarm time of 10 hours continuous sound.

Bi-colour LED indicating status
& low battery

Highly visible red LEDs

95 dB alarm for >10 hours sound
Clear and intuitive to use
Robust, easy to grip design
Integrated gasket

Rugged suspension clip

Various Versions

There are various versions of the motionSCOUT to suit a
number of operations. Please contact your local area sales
manager for additional support.
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Part Number

DIMENSIONS

WEIGHT

DIMENSIONS

INGRESS PROTECTION

FREQUENCY

FUNCTION INDICATOR

ALARM

PRE-ALARM

FULL-ALARM

BATTERY

BATTERY LIFE

WARRANTY

APPROVALS

TESTS

B motionSCOUT key version

Description
100 x 70 x 40 mm (Hx W x D)
225 g (incl. battery)
100 x 75 x 45 mm (H x W x D)
IP67
2.6 - 3.0 kHz
bi-colour LED
95 dB at 3 m; 2 ultra bright LEDs

2 signals/second at reduced noise level

3 signals/second at maximum noise level

2 AA cells

>200 hours operating time; 10 hours alarm time
2 years (excluding battery)

ATEX 111G EEx ia IIC T3/T4; I M1 Ex a l;
IECEx Zone 0 Ex ia IC T3/T4

-20°Cto +55°C

AUS/NZ N10132

EMC (2004/108/EC):

EN 61000-6-2, EN 61000-6-3
MIL-STD-810E

Flame engulfment acc. EN 137
EN 60529 (IP 67)

JCDD/38 (for UK)

Corrosion: EN 60068-2-11

Part Number

10088476

10088477

10088478

10091540

10089042

10094369

10094370

B motionSCOUT non-key version

Description

motionSCOUT K-R
(key version, manual alarm reset)

motionSCOUT T-R
(temperature sensor, manual alarm reset)

motionSCOUT K-T-R
(key version, temperature sensor, manual alarm
reset)

motionSCOUT K-T-UK
(key version, temperature sensor, JCDD/38
conform)

motionSCOUT Spare key

motionSCOUT mounting bracket & karabiner
(5 pcs)

motionSCOUT spare clips (5 pcs)
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MSA—The Safety Company

Established in 1914, MSA Safety Incorporated is the global leader in the develooment, manufacture, and supply

of safety products that protect people and facility infrastructures. Many MSA products integrate a combination

of electronics, mechanical systems, and advanced materials to protect users against hazardous or life-threatening
situations. The company’s comprehensive product line is used by workers around the world in a broad range

of markets, including the oil, gas, and petrochemical industry, the fire service, the construction industry, mining,
and the military. MSA’s core products include self-contained breathing apparatus, fixed gas and flame detection
systems, portable gas detection instruments, industrial head protection products, firefighter helmets and protective
apparel. and fall protection devices. With 2022 revenues of $1.5 billion, MSA employs approximately 5,000 people
worldwide. The company Is headquartered north of Pittsburgh in Cranberry Township, PA, and has manufacturing
operations in the United States, Europe, Asia, and Latin America. With more than 40 international locations,

MSA realizes approximately half of its revenue from outside North America. For more information visit MSA’S

web site at www.MSAsafety.com.

Our Mission

MSA’s mission is to see to it that men and women may work in safety and that they, their families, and their communities may live
in health throughout the world.

MSA: WE KNOW WHAT’S AT STAKE.

Note: This Bulletin contains only a general description of the products shown. While product uses and performance capabilities are MSA operates in over 40 countries

generally described, the products shall not, under any circumstances, be used by untrained or unqualified individuals. The products shall not ) . )

be used until the product instructions/user manual, which contains detailed information concerning the proper use and care of the worldwide. To find an MSA office near you,
products, including any warnings or cautions, have been thoroughly read and understood. Specifications are subject to change without ici -

prior notice. MSA is a registered trademark of MSA Technology, LLC in the US, Europe, and other Countries. For all other trademarks visit please visit MSAsafety.com/offlces.
https://us.msasafety.com/Trademarks.
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